- We touch your electricity everyday! -

electric



Compact Changeover Switch

C&S introduce a new series of compact & light weight Change Over Switches. These new switches enables quick change-over to back-up electrical

supplies in the event of power failure, this switch is ideal for applications demanding a constant supply of power including Hospitals, Hotels, Banks and
utility operations.

The New Compact Change-over Switch is available in both open and enclosed versions from 40~200A and fully rated for AC 23-AC22 duty at 415VAC.

Rating 40~100A Rating 125~250A

Salient Features:

Comply with the latest requirements of IEC-60947-1&3 /1S 13947-1&3 standards.
Compact construction

Modular designin 4 pole (40A ~200A), suitable for utilization category AC-22A & 23A
Available in open execution &in sheet steel enclosure.

Adjustable telescopic shaft

Handle with in-build padlockable facility in-off position

Provision for defeating door interlock

Technical Parameters

Type CSCS40P4COB A CSCS63P4COB |CSCS100P4COB  CSCS125P4COB CSCS160P4COB | CSCS200P4COB
Current Rating at 45° C |, A 40 63 100 125 160 200
Number of Poles - 4P 4P 4P 4P 4P 4P
Rated insulation voltage U, Vv 1000 1000 1000 1000 1000 1000
Operational Voltage U, 415 415 415 415 415 415
Dielectric Strength at 50 Hz for 1 min. kV 3.5 3.5 3.5 3.5 3.5 3.5
Rated impulse voltage U, kV 6 6 6 8 8 8
Rate operational AC 22A A 40 63 100 125 160 200
Current |, at 415V AC 23A A 40 63 100 125 160 160
Rated breaking Capacity, AC 23A A 320 504 800 1000 1280 1280
Capacitor rating at 415V,3ph kVAr 15 25 40 45 60 60
Rated Short circuit making capacity (l.,) kA 2.1 21 2.8 4.25 4.25 4.25
Short-time withstand Current for 1 Sec. (l,,) kA 1.5 15 2 3 3 3
Rated conditional short circuit current (r.m.s.)

& corresponding max. allowed cut-off current

Backup fuse rating A 40 80 125 160 200 250
Rated conditional short circuit current at 415V KA (r.m.s.) 80 80 80 80 80 80
Cut-off current kA 7 10 16 18 20 25
Electrical endurance Operations 5000 5000 4000 3000 1000 1000
Mechanical endurance Operations 10000 10000 10000 10000 10000 10000




Dimensional Details

Function

m  These changeover switches are used to — ~ — ~ — ~
control & disconnect all kind of circuit- —: —: —: %_‘ —: —:
disconnection feeders & motor load uga- §' § §' vga- §'

= By means of manual operation, changeover 74 7_
performs circuit switching & are mainly used
as a switching device of two independent
circuit-1 &Il

Accessories m. I@ Iﬁl

m  Auxillary contact: INO + INC or 2NO +2NC

®  Key&Castlelocks | O Il

Dimensions

All Dimensions are in mm
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FRAME |(PRODUCTCODE| A | B| C| D| E|F| G| H|I |([J |K|L M| N|O P Q|R|S|T|U v W| X

cscsaopacoB* | 201 | 74 | 103 | 60 | 37 | 34 | 60 | 59 |16.5(172|119| 74 | 29 | 2 | 85 |124| 8 | 11 | 7 | 34 |149| 180-210 | 6.5|7.5

1 cscse3pacoB* |201| 74 103 | 60 | 37 | 34 | 60 | 59 |16.5(172 |119| 74 | 29 | 2 | 85 |124| 8 | 11| 7 | 34 |149| 180-210 | 6.5 | 7.5

cscs10opacoss | 201| 74 [103| 60 | 37 | 34 | 60 | 59 | 20 [172119| 74 | 29 | 2 | 85 [124| 8 | 11| 7 | 34 | 149| 180-210 | 8.5 (9.5

cscs12spacops | 250 | 74 |127| 60 | 53 | 47 | 60 | 59 |27.5(221 | 155 | 74 | 39 | 2.5| 85 | 124 [12.7| 11 | 7 | 47 | 233| 180-210 |85 | 9.5

2 cscs16opaco+ | 290 | 74 (127 60 | 53 | 47 | 60 | 59 |27.5|221 |155| 74 | 39 | 3.5| 85 | 124|127 11 | 7 | 47 |233| 180-210 | 11 | 15

CSCS200P4COB* 250| 74 |127 | 60 | 53 | 47 | 60 | 59 |27.5|221 (165 | 74 | 39 | 8.5 | 85 |124 |12.7| 11 | 7 | 47 |233| 180-210 | 11 | 15

*In case of Changeover required with top cover & terminal shrouds, please replace “B” with “C”.
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Compact Changeover Switch

Enclosure for CCO 40A, 63A, 100A, 125A, 160A, 200A
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Rating A B C D E F G
40 ~ 100A 275 275 180 235 235 115 233
125 ~ 200A 400 400 220 360 360 155 358

State of the art Manufacturing Facilities
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Haridwar, Noida Ph-I
& Noida Ph-Il Plant
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C&S Electric Ltd.

Corporate Office : 222, Okhla Industrial Estate, New Delhi - 110 020
Tel. : +91-11-3088 7520 - 29, Fax: +91-11-2684 7154, 2682 9063

International Business Division: Tel. : +91-11-4161 3503, 3088 7520-29, Fax: +91-11-2683 8291, 2684 7342
email : exports@cselectric.co.in

Central Marketing Office: Tel. : +91-11-3088 7520-29, Fax: +91-11-2684 8241, 2684 7342
email : cmo@cselectric.co.in, info@cselectric.co.in
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